
INSTALLATION TIPS:
Drive or auger and tamp the brace post. When tamping, all of the soil that comes out should be tamped back in around 

the post. The Pro Fencer Brackets are available in 2 3/8” – 2 7/8” – 3 1/2” – 4 1/2”. The arrows are 2” and use 2 3/8” OD pipe 

for all cross members and angle braces; these normally have to be cut to size. For a 4’ fence, we recommend 6’ or 6.5’ 

1.33 hot-dipped galvanized T-Post with Class 3 clips. For an 8’ fence, we recommend 10’ 1.33 hot-dipped galvanized 

T-Post with Class 3 clips or 10’4” 1.50 hot-dipped galvanized T-Post with Class 3 clips. The posts can be set every 

20’ to 30’ with the 5th post being a line boss 2 3/8” pipe or 8’ x 5’ cedar or treated post. Galvanized schedule 40 pipe 

is highly recommended instead of structural tubing. 3 1/2” schedule 40 pipe should be used where gates are being 

hung. In-line brace assemblies are set no more than 1320’.

Tools that make your job easier:

1 ea Brace Post 9’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

2 ea Angle Brace Foot 5’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Brackets

2 ea Angle Brace 8’ x 2 3/8” OD Pipe 4 ea Galv Arrows

Set the 14’ brace post at 5’6” deep and the angle brace foot at 6’ deep and 9’ apart from the brace post.
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1 ea Brace Post 14’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

2 ea Angle Brace Foot 7’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Brackets

2 ea Angle Brace 12’ x 2 3/8” OD Pipe 4 ea Galv 2” Arrows

•  Stretcher Bars 52” – 66” – 102”

•  Stretcher Bar Pullers

•   Multi-Crimp Tool to use with 12 1/2 ga. – 16 ga. 

– 8 to 10 ga. and barbed wire crimps

•  Knipex High Tensile Wire Cutters

•  Post Clips and T-Post Clips

•  Clip Tightening Chuck

•  Pro Fencer (no weld) brackets

the best in agricultural fencing



2 ea Brace Post 14’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

1 ea Angle Brace Foot 7’ x 2 7/8” OD Pipe -

2 ea Cross Member 10’6” x 2 3/8” OD Pipe -

1 ea Angle Brace 12’ x 2 3/8” OD Pipe -

2 ea Brace Post 14’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

1 ea Angle Brace Foot 7’ x 2 7/8” OD Pipe 5 ea 2 7/8” Galv Brackets

1 ea Cross Member 12’ x 2 3/8” OD Pipe 6 ea Galv 2” Arrows

2 ea Angle Brace 12’ x 2 3/8” OD Pipe -

YOUR 50-YEAR FENCE GUIDE.
Introducing the guide to constructing your new 50-Year Fence by StaTite50 Fixed Knot Fence. Included in this guide 

are installation instructions and tips for a variety of 50-Year Fence assemblies. For additional installation and product 

information, contact San Antonio Steel Company at 800.375.4040 or 50yearfence.com.
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2 ea Brace Post 8’ x 6” Cedar / Treated Post

1 ea Cross Member 10’ x 5” Cedar / Treated Post or 2 3/8” OD Pipe

2 ea Brace Pins 1 ea ½” x 4” and 1 ea ½” x 10” Galv Brace Pins

Brace Wire Double Wrap 12 ½ ga Class 3 High Tensile Wire

Barbed Staples 1 ½” or 1 ¾” ZA Barbed Staples

In-Line Wire Strainer Ratchet Type
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10" Brace Pin4" Brace Pin
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End Post

FENCE

Brace Post

Position top cross member between the 2nd and 3rd wire of the fence fabric and the inside angle brace at 4’ to 5’ from the ground.

Position top cross member between the 2nd and 3rd wire of 
the fence fabric and the middle cross member halfway between the ground and top cross member.



2 ea Brace Post 14’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

1 ea Angle Brace Foot 7’ x 2 7/8” OD Pipe -

2 ea Cross Member 10’6” x 2 3/8” OD Pipe -

1 ea Angle Brace 12’ x 2 3/8” OD Pipe -

2 ea Brace Post 14’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

1 ea Angle Brace Foot 7’ x 2 7/8” OD Pipe 5 ea 2 7/8” Galv Brackets

1 ea Cross Member 12’ x 2 3/8” OD Pipe 6 ea Galv 2” Arrows

2 ea Angle Brace 12’ x 2 3/8” OD Pipe -

YOUR 50-YEAR FENCE GUIDE.
Introducing the guide to constructing your new 50-Year Fence by StaTite50 Fixed Knot Fence. Included in this guide 

are installation instructions and tips for a variety of 50-Year Fence assemblies. For additional installation and product 

information, contact San Antonio Steel Company at 800.375.4040 or 50yearfence.com.

8'6"

4' to 5'6"

12"

10'6" 9'

Top View of
Angle Brace Foot

99"

 5'6" to 6'

12"

6"

11' to 11'6" 10'6" to 11'

2 ea Brace Post 9’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

1 ea Angle Brace Foot 5’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Brackets

1 ea Cross Member 8’ x 2 3/8” OD Pipe 4 ea Galv Arrows

1 ea Angle Brace 8’ x 2 3/8” OD Pipe -

4'6"

4'6"
12"

8' 7' to 7'6"

2 ea Brace Post 8’ x 6” Cedar / Treated Post

1 ea Cross Member 10’ x 5” Cedar / Treated Post or 2 3/8” OD Pipe

2 ea Brace Pins 1 ea ½” x 4” and 1 ea ½” x 10” Galv Brace Pins

Brace Wire Double Wrap 12 ½ ga Class 3 High Tensile Wire

Barbed Staples 1 ½” or 1 ¾” ZA Barbed Staples

In-Line Wire Strainer Ratchet Type

4'6"

3'6"

10'
10" Brace Pin4" Brace Pin

In-Line Strainer

End Post

FENCE

Brace Post

Position top cross member between the 2nd and 3rd wire of the fence fabric and the inside angle brace at 4’ to 5’ from the ground.

Position top cross member between the 2nd and 3rd wire of 
the fence fabric and the middle cross member halfway between the ground and top cross member.



INSTALLATION TIPS:
Drive or auger and tamp the brace post. When tamping, all of the soil that comes out should be tamped back in around 

the post. The Pro Fencer Brackets are available in 2 3/8” – 2 7/8” – 3 1/2” – 4 1/2”. The arrows are 2” and use 2 3/8” OD pipe 

for all cross members and angle braces; these normally have to be cut to size. For a 4’ fence, we recommend 6’ or 6.5’ 

1.33 hot-dipped galvanized T-Post with Class 3 clips. For an 8’ fence, we recommend 10’ 1.33 hot-dipped galvanized 

T-Post with Class 3 clips or 10’4” 1.50 hot-dipped galvanized T-Post with Class 3 clips. The posts can be set every 

20’ to 30’ with the 5th post being a line boss 2 3/8” pipe or 8’ x 5’ cedar or treated post. Galvanized schedule 40 pipe 

is highly recommended instead of structural tubing. 3 1/2” schedule 40 pipe should be used where gates are being 

hung. In-line brace assemblies are set no more than 1320’.

Tools that make your job easier:

1 ea Brace Post 9’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

2 ea Angle Brace Foot 5’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Brackets

2 ea Angle Brace 8’ x 2 3/8” OD Pipe 4 ea Galv Arrows

Set the 14’ brace post at 5’6” deep and the angle brace foot at 6’ deep and 9’ apart from the brace post.

 4'

12"

6' 6'

4'6"

1 ea Brace Post 14’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Dome Caps

2 ea Angle Brace Foot 7’ x 2 7/8” OD Pipe 3 ea 2 7/8” Galv Brackets

2 ea Angle Brace 12’ x 2 3/8” OD Pipe 4 ea Galv 2” Arrows

•  Stretcher Bars 52” – 66” – 102”

•  Stretcher Bar Pullers

•   Multi-Crimp Tool to use with 12 1/2 ga. – 16 ga. 

– 8 to 10 ga. and barbed wire crimps

•  Knipex High Tensile Wire Cutters

•  Post Clips and T-Post Clips

•  Clip Tightening Chuck

•  Pro Fencer (no weld) brackets

the best in agricultural fencing


